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Project Overview

Eliminate wildlife hazard though removal of existing
vegetation and installation of hard armament to prevent
future growth

Prevent erosion within quarry and around Flint River
through constructing new flume from South Trunk Line and
installation of armament

Extend Runway 27R RSA to required 250 ft from centerline
by installing a wall within the Quarry to allow regrading

Repair and extend Quarry gravel road to circumnavigate the
basin

Anticipated start date is early May 2021 but is subject to
change
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Location Overview
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Overall Site Plan
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Phase 0 \7

= 60 Day Duration

= Completion of Pre-Construction Admin & Submittals
Safety Plan
Traffic Control Plan
Project Schedule
Insurance Requirements
Employee Badging



~/Z Hartsfield-Jackson

- Atlanta International Airport

Phase 1

PHASE 1 — e T ' = T 7 RWYOL27R

CONSTRUCTION ACTIVITY NOTES . - _ : = Y = = : _ <

1. GONSTRUGCTION DURATION FOR PHASES o e =i ey T = = o T =
1-3 (INTERMEDIATE MILESTONE 2) IS 270 E :
DAYS FROM NTP

2. WORK TO BE PERFORMED DURING
DAYTIME HOURS

3. CAUTION: WORK IN THIS PHASE WILL BE
PERFORMED AT LOW BASIN ELEVATIONS
WHICH CAN BE RAPIDLY INUNDATED WITH
WATER DURING RAINFALLS, REFER TO
SPECIFICATION SP-12 FOR RAINFALL
MONITORING, SEDIMENT REMOVAL, AND
ADDITIONAL INFORMATION.

CONSTRUCTION ACTIVITIES

1. INSTALL LAYER OF CRUSHED

AGGREGATE ALONG PERIMETER ROAD TO

SUPPORT CONSTRUCTION TRAFFIC

CLEAR AND GRUB BASIN BOTTOM.

GRADE THE BASIN BOTTOM TO CREATE

MAJOR DRAINAGE CONVEYANCE

DITCHES.

4. INSTALL BASIN BOTTOM EROSION
CONTROL MEASURES AND DIVERSION
DITCHES ALONG BASIN BOTTOM
PERIMETER AND CONNECT THEM TO
MAJOR DRAINAGE CONVEYANCE
DITCHES. /

5. ASPHALT SPRAY MULCH ALL DISTURBED ;yﬂﬂ]:?gl‘_.
AREAS ONCE COMPLETE OTHER THAN SN
AREAS TO HAVE REVETMENTS.
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Phase 2
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CONSTRUCTION ACTIVITY NOTES
CONSTRUCTION DURATION FOR PHASES
1-3 (INTERMEDIATE MILESTONE 2) 1S 270
DAYS FROM NTP

2. WORK TO BE PERFORMED DURING
DAYTIME HOURS

3. CAUTION: WORK IN THIS PHASE WILL BE
PERFORMED AT LOW BASIN ELEVATIONS ;
WHICH CAN BE RAPIDLY INUNDATED WITH .~
WATER DURING RAINFALLS. REFER TO
SPECIFICATION SP-12 FOR RAINFALL
MONITORING, SEDIMENT REMOVAL, AND
ADDITIONAL INFORMATION.

CONSTRUCTION ACTIVITIES
1.  GRADE MAJOR DRAINAGE CHANNELS IN
SLOPE BOTTOM.

2. REGRADE AND FILL EROSION AS NEAR
SOUTH TRUNK LINE AND ADJACENT TO
THE FLINT RIVER FLUME.

3. INSTALL ARMORING IN DRAINAGE
CHANNELS, FLUME, AND ADJACENT TO
THE FLINT RIVER FLUME.
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Phase 3

PHASE 3

CONSTRUCTION ACTIVITY NOTES

1.

CONSTRUCTION DURATION FOR PHASES
1-3 (INTERMEDIATE MILESTONE 2) IS 270
DAYS FROM NTP

WORK TO BE PERFORMED DURING
DAYTIME HOURS

CAUTION: WORK IN THIS PHASE WILL BE
PERFORMED AT LOW BASIN ELEVATIONS
WHICH CAN BE RAPIDLY INUNDATED WITH
WATER DURING RAINFALLS. REFER TO
SPECIFICATION SP-12 FOR RAINFALL
MONITORING, SEDIMENT REMOVAL, AND
ADDITIONAL INFORMATION.

CONSTRUCTION ACTIVITIES

1.

2.

GRADE THE BASIN BOTTOM TO FINAL
GRADES.

INSTALL SOIL CEMENT IN STRIPS. PER
P-152, CONTRACTOR SHALL SCHEDULE
"SELECTIVE GRADING" ACTIVITIES SO
THAT THESE ACTIVITIES ARE NO
GREATER THAN 2 DAYS AHEAD OF THE
SOIL CEMENT OPERATION TO REDUCE
WEATHER RISKS.
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CONSTRUCTION ACTIVITY NOTES
1.

Phase 4

PHASE 4

CONSTRUCTION DURATION FOR PHASES
4-6 (INTERMEDIATE MILESTONE 3) IS 510
DAYS FROM NTP.

WORK WITHIN THE RSA SHALL ONLY BE
PERFORMED AT NIGHT.

RUNWAY CLOSURE SHALL ONLY OCCUR
AT NIGHT.

REMAINDER OF WORK TO BE PERFORMED
DURING DAYTIME HOURS. g
CAUTION: WORK IN THIS PHASE WILL BE
PERFORMED AT LOW BASIN ELEVATIONS
WHICH CAN BE RAPIDLY INUNDATED WITH |
WATER DURING RAINFALLS. REFER TO v
SPECIFICATION SP-12 FOR RAINFALL = __f
MONITORING, SEDIMENT REMOVAL, AND 'f.i% 7
ADDITIONAL INFORMATION.

TFA

CONSTRUCTION ACTIVITIES ¥

1.

L

MAINTAIN BASIN BOTTOM EROSION
CONTROL MEASURES AND INSTALL SLOPE
BOTTOM EROSION CONTROL
TREATMENTS.

INSTALL TEMPORARY CORRUGATED
FLEXIBLE PIPE FROM EXISTING SLOPE
DRAINS TO CLEAN WATER DIVERSION
DITCHES.

INSTALL PERMANENT CORRUGATED
FLEXIBLE PIPE EXTENSIONS TO EXISTING
SLOPE DRAINS

REPAIR AND STABILIZE EROSION AT
EXISTING TELECOM DUCTBANK.

INSTALL SOIL NAIL STABILIZATION.

WY BR-27L]
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Phase 5

PHASE 5

CONSTRUCTION ACTIVITY NOTES
CONSTRUCTION DURATION FOR PHASES
4-6 (INTERMEDIATE MILESTONE 3) IS 510
DAYS FROM NTP.

2. WORKWITHIN THE RSA SHALL ONLY BE
PERFORMED AT NIGHT.

3. RUNWAY CLOSURE SHALL ONLY OCCUR
AT NIGHT.

4. REMAINDER OF WORK TO BE PERFORMED
DURING DAYTIME HOURS.

CONSTRUCTION ACTIVITIES

1. INSTALL AND MAINTAIN EROSION
CONTROL MEASURES AND CLEAN WATER
DIVERSIONS AT TOP OF NORTHERN
SLOPE.

2. INSTALL NEW SLOPE DRAINS.

3. CONSTRUCT SOLDIER PILE WALL.

4. REMOVE EXISTING SLOPE DRAIN PIPES
AS IDENTIFIED IN PLANS,

5. REGRADE NORTHERN SLOPE AND BERM

AND TEMPORARY SEED AS REQUIRED. 2 ~ PAVEDROAD |
6. SOD ENTIRE AREA AFTER REGRADING g d
COMPLETE.




Phase 6

PHASE 6

CONSTRUCTION ACTIVITY NOTES

1.

CONSTRUCTION DURATION FOR PHASES
4-6 (INTERMEDIATE MILESTONE 3) IS 510
DAYS FROM NTP.

WORK WITHIN THE RSA SHALL ONLY BE
PERFORMED AT NIGHT.

RUNWAY CLOSURE SHALL ONLY OCCUR
AT NIGHT.

REMAINDER OF WORK TO BE PERFORMED
DURING DAYTIME HOURS.

CONSTRUCTION ACTIVITIES

1.

CLEAR AND GRUB THE EXISTING
VEGETATION ON THE WEST AND SOUTH
SLOPES.

REPAIR AND COMPACT SMALL EROSION
AREAS AND TEMPORARY SEED AS
NEEDED

INSTALL SOD AS INDICATED IN THE PLANS.

MAINTAIN EROSION CONTROL MEASURES
INSTALLED IN PREVIOUS PHASES.
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Phase 7

PHASE 7

CONSTRUCTION ACTIVITY NOTES

1.

CONSTRUCTION DURATION FOR PHASES
7-8 (INTERMEDIATE MILESTONE 4) IS 600
DAYS FROM NTP.

WORK TO BE PERFORMED DURING
DAYTIME HOURS.

CAUTION: WORK IN THIS PHASE WILL BE
PERFORMED AT LOW BASIN ELEVATIONS
WHICH CAN BE RAPIDLY INUNDATED WITH
WATER DURING RAINFALLS. REFER TO
SPECIFICATION SP-12 FOR RAINFALL
MONITORING, SEDIMENT REMOVAL, AND
ADDITIONAL INFORMATION.

CONSTRUCTION ACTIVITIES

1.

2.

3

SELECT GRADE PERIMETER ROAD TO
ROUGH PROPOSED ELEVATIONS.

CLEAR AND GRUB THE LOWER SLOPE
(BELOW THE ROAD LEVEL).

REGRADE AND FILL MINOR EROSION AS
NECESSARY.

INSTALL SLOPE ARMORING AS IDENTIFIED
IN PLANS.

MAINTAIN EROSION CONTROL MEASURES
INSTALLED IN PREVIOUS PHASES.

A EL

~/Z Hartsfield-Jackson

* Atlanta International Airport




Phase 8

PHASE 8

CONSTRUCTION ACTIVITY NOTES

CONSTRUCTION DURATION FOR PHASES
7-8 (INTERMEDIATE MILESTONE 4) IS 600
DAYS FROM NTP.

2. WORK TO BE PERFORMED DURING
DAYTIME HOURS.

CONSTRUCTION ACTIVITIES

1. REGRADE THE PERIMETER ROAD.

2. INSTALL NEW GRAVEL TO ROAD SURFACE

AND SHOULDER AND COMPACT PER
SPECS.
INSTALL SIDA FENCE.
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