|—>B

- 10 — CATCH BASIN (~ 10 -
r OPENING
6 |
10" —
| E— —— 19” PE— — ‘8"
| ‘
A —=B
1n - 24” o
*‘ 5"
5”|
2% R1T BATTER 1” IN 10"
S ~ BATTER 1” IN 6" ,,?_ T g
R1] 7 19 e 1
14713" 2 ‘8”
R2 , SLOPE 2—1/2"
, PER FT.
SLOPE 1/2” PER FT.
SECTION B-B

STANDARD SECTION AND SECTION A-A

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE.

AND SHOULD BE REVIEWED THOROUGHLY.

NOTES:
1.

(SECTION AT CATCH BASIN)

SECTIONS, WHERE DIRECTED BY THE
ENGINEER, MAY BE CONSTRUCTED IN UNIFORM
LENTHS OF TWENTY (20) FT.S ON TANGENT,
LENGTH MAY BE REDUCED FOR CLOSURE
AND AT CORNERS TO NOT LESS THAN
SIX(6) FEET.

BASIS OF PAYMENT: PER LINEAR FOOT
(INCLUDING VARIABLE HEIGHT CURB)
CONCRETE CURB AND GUTTER IN
ACCORDANCE WITH GEORGIA STATE HIGHWAY
SPECIFICATIONS  SECTION 441 (2001
EDITION)

SEE STD. CURB CATCHBASIN-NO.CB—1 &
CB-2

IT MAY HAVE BEEN MODIFIED

City of Atlanta

STANDARD DETAILS

REV.
DATE: SEPT 2011

CONCRETE CURB
AND GUTTER

ORIG. DATE: JAN 1997
SCALE: N.T.S.

DETAIL NO. TR—B_CGO01




NOTE:

GRADE A GRANTIE CURB
SPLIT FACE, AND SAWED
TOP

3/8" JOINT, _ 8'—0" NOMINAL _, 3/8" JOINT
‘ ‘ ——t5-1/2"

L 3

% /II/ <«
|
. - ;“

”

1 CUBIC FOOT OF CONCRETE

COMPACTED FOOTING AT CURB JOINTS
SUB—GRADE TYPICAL GRANITE CURB

¢ OF WHEEL CHAIR RAMP

1:12
LAR '_ 6 ”
<A
]
2 f

L p——

NOTE: . 4=-0" - 5-10 13/16"
WHEEL CHAIR RAMPS SHALL o S
BE FULLY ADA COMPLIANT DIMENSION AT FACE OF CURB

GRANITE CURB DETAIL AT WHEEL CHAIR RAMP

A

VARIABLE )

EX
AN

1
1

GRANITE CURB DETAIL AT DRIVEWAY

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

iy o Mont STANDARD DETAILS REY.

DATE: SEPT 2011
s \ ¥ ORIG. DATE: NOV 2004

GRANITE CURB SCALE: N.T.S.

AT DRIVEWAY

DETAIL NO. TR—B_CG002










DRIVEWAY WIDTH

TOOL JOINT

1 1
I 10’ MIN. 1
EXPANSION MATERIAL I (c- . B) I EXPANSION MATERIAL
1 1
P/L \ ' * | //_ P/L
| Y |
SIDEWALK *4 10" SIDEWALK
14, | A
i 4——-—'———-——3’ 4——-——-'—-——4'
: \\_CONCRETE
GRASS STRIP) 7 10 MIN. —7, CRUB &
1'—6" MIN.
: c 5 ﬁ GUTTER
— 40'-0" MAX.
CURB TOP_VIEW
_\ NTS. l’
} ~_ Y ORNVEWAY 7
[ I
L 1" GUTTER UINE ‘t
6" CURB

6" MIN
+_ Slope 1/4" T0 1'-0" (2%

SECTION A-A
N.T.S.

_l.-g-r'" '-' -i._o.o" S
PO ..x
. »

__———._I'_" re

eee *
9:.*‘-'

DR LLIEY. SR

GUTTER LINE - BREAK—
HERE AND REMOVE
CURB SECTION IF CURB
& GUTTER, GRANITE OR
HEADER CURB.

i Q;. .."‘p A e . Py ° m S on v .
— "_‘=|i|—|||—m—---+'-“ 6" RESIDENTIAL
£ 8" COMMERCIAL
COMPACTED (CONCRETE BASE)
SUB-GRADE
| - 6
SECTION B-B
N.T.S.
GRASS STRIP o
1.5° MIN. 4' MIN, /
Slope, 1 4" TO
1'-0" (/ MAX.) | |
e [ e

NOTE:

CAN EXCHANGE W./CONC. HEADER CURB

OR GRANITE CURB.

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE.

SICLES - ,
g SCamey
gSgPSgI\EDE (CONCRETE BASE)

E 6. —

Ti -
N.T.S.

AND SHOULD BE REVIEWED THOROUGHLY.

IT MAY HAVE BEEN MODIFIED

City of Ationto

STANDARD DETAILS

REV.
DATE: MAY 2016

STANDARD DRIVEWAY
DETAIL

ORIG. DATE: NOV 2004
SCALE: N.T.S.

DETAIL NO. TR-B_DRO05
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N
7
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|< 1-7 ———~—1-3/8"
- 1'-9 3/4” _
| %
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()]
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ZQ“’% _}
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! %\

NOTE: USE WITH CITY OF ATLANTA STANDARD TYPE "A” OR "B” FRAME

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIE
AND SHOULD BE REVIEWED THOROUGHLY.

STANDARD DETAILS REV.

DATE: SEPT 2011
ORIG. DATE: JAN 1997

BIKE SAFETY GRATE SCALE: N.TSS.

(ASTM A—48-74 CLASS 30)

DETAIL_NO. TR—B_GROO1




CORNER ROUNDED

CORNER RETURN
6'-0" .
MAX. SPACING
BETWEEN POSTS
= . 2 2 ; =
E
O
- |
4 )
4" MIN.
= 1 J
Z o 8" MIN:
1-1/2" - 2" (SO SHAPE)
TYPICAL
CONNECTION DETAILS
TYPI TYPE | HANDRAI
(HANDDRAILS SHALL BE TOP MOUNTED AS SHOWN ON PLANS)
NEOPRENE PLUG
30 DUROMETER
TFCo BASE FLG. JTBF-3.4
w/(4) 1/2% x 3 3/&°
S.S. HILTI KWKBOLT I 2 1/2" - 3" SCH.40
EXPANSION ANCHORS - .
. ALUMINUM PIPE
(2 1/4" MIN. EMBEDMENT) FOR RALS

ALUMINUM TUBE 7/8" 0.D.
WITH .065" WALL
FOR PICKETS

TYPICAL TOP MOUNT CONNECTION

PICKET TO RAIL CONNECTION

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

City of Allonto STAN DARD DETA|LS REV.

DATE: OCT. 2011

ORIG. DATE: NOV. 2004
TYPICAL TYPE 1 SCALE: N.T.S.

HANDRAIL

DETAL _NO. TR—B_HLOO1




BACK OF SIDEWALK SHALL BE
LOCATED AS SHOWN IN THE PLANS
OR AS DIRECTED BY THE ENGINEER
SO AS NOT TO ENCROACH INTO
THE REQUIRED LANDING AREA.

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

City of Alionto STANDARD DETAILS REV.

DATE: SEPT 2011

ORIG. DATE: JAN 1997
TYPE A SCALE: N.T.S.

PEDESTRIAN RAMP

DETAIL NO. TR-B_HR0O1




(NORMALLY USED WHEN SPACE
IS NOT AVAILABLE FOR A LANDING
AT THE TOP OF A TYPE A RAMP)

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE.
AND SHOULD BE REVIEWED THOROUGHLY.

IT MAY HAVE BEEN MODIFIED

REV.
DATE: SEPT 2011

cty of Aent STANDARD DETAILS

TYPE B
PEDESTRIAN RAMP

ORIG. DATE: JAN 1997
SCALE: N.T.S.

DETAIL NO. TR—B_HR002




THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE.
AND SHOULD BE REVIEWED THOROUGHLY.

IT MAY HAVE BEEN MODIFIED

REV.
DATE: SEPT 2011

cty of Aent STANDARD DETAILS

TYPE C
PEDESTRIAN RAMP

ORIG. DATE: JAN 1997
SCALE: N.T.S.

DETAIL_NO. TR—B_HR003




BOTTOM OF RAMP SHALL BE PERPENDICULAR
TO THE RAMP CENTERLINE.

BOTTOM
OF RAMP

SLOPE LOWER LANDING AREA
TOWARDS GUTTER AT 2.08% MAX

NOTE

WHEN THE RAMP CENTERLINE IS NOT PERPENDICULAR TO THE CURB
A LEVEL LANDING AREA WITH SLOPES LESS THAN 2.08% MUST BE
PROVIDED AT THE BOTTOM OF THE RAMP.

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

DATE: SEPT 2011
ORIG. DATE: JAN 1997

SKEWED RAMP DETAIL SCALE: N.T.S.

STANDARD DETAILS RE.

TYPE A AND D ONLY

DETAIL_NO. TR—B_HR00S5




WIDTH AS PER ZONING

1'-Q" REQUIREMENTS OR PERMIT VARIABLE 6"
- 18" mMIN. | 5%
G| 120 GRASS !
1:-0 SLOPE 174" 10 1'-0" (2% MAX.)—= |
v Sl T e T T
'.-"s.‘"
COMPACTED o
SUB-GRADE

AGGREGATE BASE OR
COMPACTED SUB-GRADE

NOTES:

1. SIDEWALK SHALL BE SCRIBED WITH TRANSVERSE CONTROL JOINTS IN
SQUARES EQUAL TO SIDEWALK WIDTH BUT NOT TO EXCEED 10 FEET.

2. CONCRETE SHALL BE TYPE "A" 3,000 P.S.. MIN. STRENGTH.

3. EXPANSION JOINTS SHALL EXTEND ACROSS THE FULL WIDTH OF THE
SIDWALK. CONTROL JOINTS SHALL BE LOCATED ON EACH SIDE OF A
DRIVEWAY APRON AND NOT MORE THAN 100 FEET APART.

4. PREFORMED BITUMINOUS MATERIAL SHALL BE PLACED BETWEEN ALL
FIXED OBJECTS AND THE NEW CONCRETE SIDEWALK.

5. ALL CONCRETE WORK SHALL BE PER CITY OF ATLANTA STANDARD
SPECIFICATIONS FOR CONSTRUCTION.

6. NEITHER WIRE MESH NOR REBAR CAN BE USED IN THE R/W

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

City of Alionto STANDARD DETAILS REV.

DATE: MAY 2016
ORIG. DATE: JAN 1997

CONCRETE SIDEWALK AND | scate: n.TsS.

CONCRETE HEADER CURB

DETAIL NO. TR-B_SW00J3




1 =0" 1

SEE NOTE #6
WIDTH AS PER ZONING

REQUIREMENTS OR PERMITS "

| 172" 10
<l ‘o_on

7:. L NI

W

NO U b

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE.

* SLOPE 1/4" TO 1'-0" (2% MAX.)—=—

Coepcw O ¥
e

1 _ My PRI
1 WRY RRRRLker
la" mn. o z‘\ e 1" CHAMFER
COMPACTED

- — e
. IR . e
o P RS .

SR B R S |

SUB-GRADE

AGGREGATE BASE OR
COMPACTED SUB-GRADE

NOTES:

. SIDEWALK SHALL BE SCRIBED WITH TRANSVERSE CONTROL JOINTS IN

SQUARES EQUAL TO SIDEWALK WIDTH BUT NOT TO EXCEED 10 FEET.

. CONCRETE SHALL BE TYPE "A" 3,000 P.S.I. MIN. STRENGTH.
. EXPANSION JOINTS SHALL EXTEND ACROSS THE FULL WIDTH OF THE

SIDWALK, CONTROL JOINTS SHALL BE LOCATED ON EACH SIDE OF A

DRIVEWAY APRON AND NOT MORE THAN 100 FEET APART.

. PREFORMED BITUMINOUS MATERIAL SHALL BE PLACED BETWEEN ALL

FIXED OBJECTS AND THE NEW CONCRETE SIDEWALK.

. ALL CONCRETE WORK SHALL BE PER CITY OF ATLANTA STANDARD

SPECIFICATIONS FOR CONSTRUCTION.

. 1/4 INCH TOOLED JOINT BETWEEN CURB AND SIDEWALK.
. NEITHER WIRE MESH NOR REBAR CAN BE USED IN THE R/W.

IT MAY HAVE BEEN MODIFIED

AND SHOULD BE REVIEWED THOROUGHLY.

City of Ationto

REV.
DATE: SEPT 2011

STANDARD DETAILS

STANDARD MONOLITHIC
SIDEWALK AND CURB

ORIG. DATE: JAN 1997
SCALE: N.T.S.

DETAIL NO. TR-B_SW004




2 1/4”

i

7 5/8”—I<—>|:I

COMMON PAVING BRICK

VARIES

—>|—|<—3 5/8"

FACE OF BUILDING
OR R/W

/

TOP OF
CURB GRADE

PE
L Wy,

-2 1/4” X 3 5/8" X
7 5/8” BRICK PAVER
WITH 3/8” GROUTED

ba 4

7

o

2% MIN.

e : Cp

N | STRUCK JOINTS.

b R
AMMNNNRS.

AGGREGATE BASE OR
COMPACTED SUB-GRADE

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE.
AND SHOULD BE REVIEWED THOROUGHLY.

\3/4” GROUT
(MORTAR MIX)

COMPACTED
SUB—GRADE

IT MAY HAVE BEEN MODIFIED

STANDARD DETAILS

City of Atlanta

REV.
DATE: SEPT 2011

BRICK
SIDEWALK

ORIG. DATE: JAN 1997
SCALE: N.T.S.

DETAIL_NO. TR—B_SWO006




BACK OF SIDEWALK\.

TWO 24"—-WIDE FLUMES TO BE USED ON BOULEVARD

TOP VIEW
N.T.S.

BACK OF CURB

T STEEL CHECKERED PLATE

7/////////////////////////4//%7//4////////////////////4/?/4/{{// 3/8" CONT
FILLET WELD

CURB HEIGHT

% ”
3/8 FILLET WELDS
727

4% L ONG 6" O.C 3/8" FILLET WELDSP]
C. 2" LONG 6" O.C.
— : RO D Ym0
B | | | |
SECTION X=X
N.T.S.
T ypnpmiilZ i A
gﬁ't < 44 2 q‘ ‘ ‘ / 7 R A "“q . - 4<74
FLUME IN PLACE A T 76
NoT.S. 12” 3/8” 1/2”

15" | 3/8" |9/16"
18" | 7/16" |5/8"

NOTE:
1. ALL MATERIAL NEW STRUCTURAL STEEL.

2. MATERIAL AND WORKMANSHIP TO BE OF BEST 21 /2" _|3/4"
QUALITY AND SUBJECT TO THE APPROVAL OF THE 24 9/16" | 13/16
DEPT. OF PUBLIC WORKS. .
3. ENDS TO BE: . SQUARE NOTE: "T” FOR PEDESTRIAN TRAFFIC ONLY
_ SKEWED TO RIGHT AS SHOWN ABOVE. ) _ _
_ SKEWED TO LEFT AS SHOWN ABOVE. DIMENSIONS: A » B

C= _____ L T=

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

DATE: SEPT 2011
ORIG. DATE: JAN 1997

STANDARD SIDEWALK SCALE: N.T.S.
FLUME

STANDARD DETAILS REV.

DETAIL_NO. TR—B_SWO009




1/4" DIA. HOLE TOP PLATE
6- FASTENER LOCATIONS (TYP).

23"

1.

L3

8.46"

&

L3

8.61"
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I
®+®+®+Q+G®®®
CRCNCECRCECKCNC)
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PPeOe®EOe®e e e
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862"

o ® ® © ©® ®©re
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©©® 666666666606
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48.00"
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[eeee e e ®
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> "i"!"!"!"l"l‘
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21407

DETAL1 —

leeelo®e®®®e®®
00000 ®®®®

® @66 6 6 e
4 L R B IR B

487"

12.00"

12.00"

4.69

| 9.55" | 600"

24.00"

¢

r1.23"

123" —

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED AND
SHOULD BE REVIEWED THOROUGHLY.

City of Atlanta

STANDARD DETAILS

DOMES

ADA TRUNCATED

REV.
DATE: FEB 2013

ORIG. DATE: UNK
SCALE: N.T.S.

DETAIL NO.TR-B_SW010




1 TO 1 SLOPE ON BANK

1.1/2 ft

9l
[0
$
3" GALVANIZED STEEL
SCHEDULE 40 PIPE OR
3" PVC PIPE
WEEP HOLES ON 10’ CNTR
APPROXIMATELY—|
1/4 CUBIC YARD
OF CRUSHED
STONE PER WEEP

HOLE.

FOOTING 3'-3" FOR WALLS <2'
FOOTING 3'-11" FOR WALLS >2°

CONCRETE TO BE 3,000 PSI

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

City of Allonto STAN DARD DETA|LS REV.

DATE: SEPT 2011
ORIG. DATE: JAN 1997

STANDARD MASONARY SCALE: N.T.S.
WALL

DETAIL NO. TR-B_WAQO1

e ——




10° UTILITY
EASEMENT

— T
—

T

63.34'
%

41.11

28’

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE.

AND SHOULD BE REVIEWED THOROUGHLY.

IT MAY HAVE BEEN MODIFIED

STREET (SYMMETRICAL)

G o Mont STANDARD DETAILS REV. v 2016
TYPICAL CUL-DE-SAC ORIG. DATE: JULY 1997
FOR 32° R /Vl, 28' SCALE: N.T.S.

DETAIL NO. TR-G_CS001

e ———————




10" UTILITY
EASEMENT

PROPERTY
LINE

28’ |[FoC

32" |IR/W

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE.
AND SHOULD BE REVIEWED THOROUGHLY,

IT MAY HAVE BEEN MODIFIED

City of Atlonto

STANDARD DETAILS

REV.
DATE: MAY 2016

TYPICAL CUL-DE-SAC
FOR 32° R/W, 28’
STREET (OFFSET)

ORIG. DATE: JULY 1997
SCALE: N.T.S.

DETAIL NO. TR-G_CS002




PROPERTY
LINE 9’

) 41’
| &Wq/
%)
9 32" |Foc 9
50" [R/W
2 1/4”

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE. IT MAY HAVE BEEN MODIFIED

AND SHOULD BE REVIEWED THOROUGHLY.

City of Atlanta

STANDARD DETAILS

TYPICAL CUL—DE=SAC
FOR 50° R/W, 32’
STREET (SYMMETRICAL)

REV.

DATE: OCT. 2011

ORIG. DATE: FEB. 1969
SCALE: N.T.S.

DETAIL NO. TR—G_CS003




/ 162.15'
/_\ A
™~
/
/ 6/' . Q‘
PROPERTY X e
LINE Ky & N q \
o0
{ S
35’ A
\ | B
CURB
LINE
\ \CL
\ 433'

Qo
N
N
! N
r@
Ob
A/.QQ)

9’ 32’ |FOC 9’

50" [R/W

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

STANDARD DETAILS RE.

DATE: OCT. 2011
TYPICAL CUL-DE-SAC ORIG. DATE: MARCH,1969
FOR 50’ R/W, 32’ SCALE: N.T.S.

STREET (OFFSET) DETAIL NO. TR—G_CS004
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10/23/2015
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ATLDOT PAVEMENT STANDARD FOR CITY STREETS:

1)

2)

3)

4)

5)

ASPHALTIC CONCRETE PAVEMENT SHALL BE INSTALLED IN ACCORDANCE WITH GEORGIA DOT
SPECIFICATIONS. ASPHALT TYPES AND MIXES SHALL BE GEORGIA DOT APPROVED MIX TYPES.
PAVEMENT DESIGN SHALL BE BASED ON FUNCTIONAL CLASSIFICATION, AADT AND TRUCK TRAFFIC.

USE THE PAVEMENT SELECTION MATRIX TO DETERMINE APPROPRIATE PAVEMENT DESIGN.
SPECIAL DESIGNS SHALL BE DERIVED USING THE GDOT PAVEMENT DESIGN TOOL (LATEST
(https://www. dot. ga. gov/GDOT/pages/DesignSoftware. aspx)

VERSION).

THIS PAVEMENT DESIGN STANDARD WAS DEVELOPED USING THE GDOT PAVEMENT DESIGN TOOL ve. |

AND BASED ON GDOT SUPERPAVE MIXTURES AS DESCRIBED IN THE 2021 STANDARD

SPECIFICATIONS AND 2024 SUPPLEMENTAL SPECIFICATIONS.
TACK COAT SHALL FOLLOW GDOT STANDARD SPECIFICATION SECTION 414. TACK COAT TO BE

APPLIED BETWEEN EVERY LIFT OF ASPHALT PAVEMENT (SEE TABLE 5 IN GDOT STANDARD
SPECIFICATION SECTION 400 FOR MIN / MAX LIFT THICKNESS)

PAVEMENT SELECTION MATRIX

. e Pavement AADT Truck Traffic (vpd)

Functional Classification . — — —
Design Lower Limit Upper Limit Upper Limit

Principal Arterial Al 0 20,000 1,000
Minor Arterial B1 0 5,000 150
Minor Arterial B2 5,000 11,000 300
Minor Arterial B3 11,000 18,000 600
Minor Arterial B4 18,000 25,000 900
Minor Arterial B5 Special Design needed for AADT > 25,000 and/or Truck > 900
Major Collector C1 0 6,000 150
Major Collector Cc2 6,000 11,000 300
Major Collector Cc3 11,000 16,000 500
Major Collector c4 Use B3 for AADT > 16,000 and/or Truck > 500
Minor Collector D1 0 5,000 100
Minor Collector D2 5,000 9,000 200
Minor Collector D3 9,000 13,500 300
Minor Collector D4 Use C3 for AADT > 13,500 and/or Truck > 300
Local El 0 1,000 N/A
Local E2 1,000 3,000 N/A
Local E3 3,000 6,000 N/A
Local E4 Use D1 and above as needed for AADT > 6,000

PAVEMENT DESIGN LEGEND

Pavement Surface Course Intermediate Course Base Course Base
Design Mix Thickness Mix Thickness Mix Thickness Type Thickness

Al 12.5mm 15in 19 mm 2in 25mm 6in GAB 10in
B1 12.5mm 15in 19 mm 2in 25mm 4.25in GAB 6in
B2 12.5mm 15in 19mm 2in 25mm 4.5in GAB 8in
B3 12.5mm 15in 19 mm 2in 25mm 5.75in GAB 8in
B4 12.5mm 15in 19mm 2in 25mm 5.75in GAB 10in
B5 Special Design Needed

C1 12.5mm 15in 19 mm 2in 25mm 4.5in GAB 6in
C2 12.5mm 15in 19 mm 2in 25mm 4.75in GAB 8in
C3 12.5mm 15in 19mm 2in 25mm 5.5in GAB 8in
Cca Special Design Needed

D1 9.5mm 1.25in 19 mm 2in 25mm 4.25in GAB 6in
D2 9.5mm 1.25in 19mm 2in 25mm 4.75in GAB 8in
D3 9.5mm 1.25in 19 mm 2in 25mm 4.5in GAB 10in
D4 Special Design Needed

E1l 9.5 mm 1.25in 19 mm 2in N/A N/A GAB 4in
E2 9.5 mm 1.25in 19 mm 3in N/A N/A GAB 3in
E3 9.5 mm 1.25in 19 mm 3in N/A N/A GAB 4in
E4 Special Design Needed

CITY OF ATLANTA

DEPARTMENT UFIHANSPUHTATION

ORIGINAL DATE

JAN 2025

REVISION DATES

ATLDOT STANDARD DETAIL

LEGEND

PAVEMENT FOR CITY STREETS

CHECKED:

DATE :

BACKCHECKED:

DRAWING No.

DATE :

CORRECTED:

DATE :

VERIFIED:

DATE :

TR-6_PV00
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GPLN

1)

2)

3)

4)

REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT

ATLDOT ===

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE e 660 LBS/SY
BASE: GRADED AGGREGATE BASE. 10 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY

CITY OF

D,

DEPARTMENT 0

\ -

igﬁ%

ATLANTA

G,

F TRANSPORTATION

ORIGINAL DATE

JAN 2025

REVISION DATES

ATLDOT STANDARD DETAIL
PAVEMENT FOR CITY STREETS
PRINCIPAL ARTERIAL - Al

DATE : DRAWING No.

BACKCHECKED: DATE :

e TR-G_PVAI
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ATLDOT ===
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e

GPLN

1)

2)

3)

4)

REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 467.5 LBS/SY
BASE: GRADED AGGREGATE BASE. 6 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY
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REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 495 LBS/SY
BASE: GRADED AGGREGATE BASE. 8 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY
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4)

REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 632.5 LBS/SY
BASE: GRADED AGGREGATE BASE. 8 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY
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REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 632.5 LBS/SY
BASE: GRADED AGGREGATE BASE. 10 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY
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4)

REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT
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INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 495 LBS/SY
BASE: GRADED AGGREGATE BASE. 6 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY
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2)

3)

4)

REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 522.5 LBS/SY
BASE: GRADED AGGREGATE BASE. 8 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY
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3)

4)

REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 12.5 mm SUPERPAVE e 165 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE e 605 LBS/SY
BASE: GRADED AGGREGATE BASE. 8 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY
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REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 9.5 mm SUPERPAVE @ 137.5 LBS/SY

TACK COAT
TACK COAT
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INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 467.5 LBS/SY
BASE: GRADED AGGREGATE BASE. 6 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY

GITY OF ATLANTA
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REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 9.5 mm SUPERPAVE @ 137.5 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 522.5 LBS/SY
BASE: GRADED AGGREGATE BASE. 8 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY

GITY OF ATLANTA
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REFER TO ATLDOT STANDARD DETAIL TR-G_PVOO "PAVEMENT FOR
CITY STREETS - LEGEND" FOR INSTRUCTIONS ON PAVEMENT DESIGN
REFER TO GDOT SPECIFICATIONS FOR INSTRUCTIONS ON PAVEMENT
CONSTRUCT 1ON

GRAPHIC BELOW DEPICTS PAVEMENT LAYERS NOT LIFTS, AND MAY
NOT ACCOUNT FOR ALL INSTANCES OF NECESSARY PLACEMENT OF
TACK COAT. REFER TO GDOT SPECIFICATION 400 FOR MINIMUM AND
MAXIMUM LIFT THICKNESS.

REFER TO STANDARD DETAILS AND PROJECT PLANS FOR CURB &
GUTTER OR HEADER CURB CONSTRUCTION

SURFACE COURSE: 9.5 mm SUPERPAVE @ 137.5 LBS/SY

TACK COAT
TACK COAT

INTERMEDIATE COURSE: 19 mm SUPERPAVE e 220 LBS/SY

BASE COURSE: 25 mm SUPERPAVE @ 495 LBS/SY
BASE: GRADED AGGREGATE BASE. 10 INCH, INCL MATL
SUB BASE: (NATURAL GROUND) COMPACTED TO 907 MODIFIED PROCTOR DENSITY

GITY OF ATLANTA
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